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410 ESTABLISH FIRST CONNECTION WITH FIRST DEVICE 
THROUGH NETWORK 

420 ESTABLISH SECOND CONNECTION WITH SECOND DEVICE 



430 RECEIVE AUDIO CONTENT 

THROUGH THE SECOND CONNECTION (PACKETS OR SIGNAL) 

I 

440 ANALYZE THE AUDIO CONTENT FOR PERIODIC SIGNALS 

(LOOK AHEAD IN PACKETS OR SIGNAL) 



I 



450 START OF PERIODIC SIGNAL DETECTED? 




, NO YES 




455 TRANSMIT THROUGH THE 1 ST CONNECTION 
DATA PACKETS WITH AUDIO CONTENT 




I 




460 TRANSMIT WARNING SIGNAL THROUGH THE FIRST CONNECTION 



470 TRANSMIT THROUGH THE FIRST CONNECTION DATA PACKETS 
WITH AUDIO CONTENT; 
RECEIVE ADDITIONAL AUDIO CONTENT; 
ANALYZE FOR ENDING OF PERIODIC SIGNAL 





480 


ENDING OF PERIODIC SIGNAL DETECTED? 




YES NO 1 


490 


TRANSMIT THROUGH THE FIRST CONNECTION 
A CLEAR SIGNAL 



FIG. 4 
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510 ESTABLISH FIRST NETWORK CALL MANAGER CONNECTION 
WITH FIRST DEVICE 






520 ESTABLISH SECOND NETWORK CALL MANAGER CONNECTION 
WITH SECOND DEVICE 






530 ASSIST FIRST DEVICE TO ESTABLISH A COMMUNICATION 
CONNECTION WITH THE SECOND DEVICE 






540 GENERATE PERIODIC SIGNAL OR INSTRUCTION FOR ONE 






550 IDENTIFY TYPE OF PERIODIC SIGNAL 






560 DETERMINE TIME DURATION OF THE PERIODIC SIGNAL 
FROM THE IDENTIFIED TYPE 






570 ENCODE DURATION IN A WARNING SIGNAL 






580 TRANSMIT THE WARNING SIGNAL 






590 TRANSMIT THE GENERATED PERIODIC SIGNAL OR INSTRUCTION 



FIG. 5 



600 



8/8 



610 ESTABLISH CALL MANAGER CONNECTION THROUGH NETWORK 



620 ESTABLISH COMMUNICATION CONNECTION THROUGH NETWORK 



630 RECEIVE THROUGH THE COMMUNICATION CONNECTION 
DATA PACKETS THAT CONTAIN ENCODED AUDIO 



640 RECEIVE A WARNING SIGNAL THAT 

A PERIODIC TONE IS ENCODED IN THE AUDIO 






650 DISABLE THE ADAPTIVE ACOUSTIC ECHO CANCELLER 
IN RESPONSE TO THE WARNING SIGNAL 






660 ANALYZE THE WARNING SIGNAL. 

DOES IT CONTAIN TIME DURATION? 




YES 


NO 




670 DETERMINE TIME DURATION OF THE 
PERIODIC TONE FROM THE WARNING SIGNAL 










675 WAIT FOR THE TIME DURATION 


690 RECEIVE A CLEAR SIGNAL 








680 RE-ENABLE THE ADAPTIVE ACOUSTIC ECHO CANCELLER 



FIG. 6 



